
 

P r i v a c y   S t y l e 
 
 

MATERIALS: Solid surface with homogeneous acrylic-modified polyester that utilizes natural fillers, colorants 
and granulates.  Tested to meet or exceed all standards in the ANSI SS-1 Performance Standard 
for solid surface materials.  

  
 

THICKNESS: Doors............. Finished thickness to ¾" (19mm) at 64" (1626) high, 6” (152mm) AFF 
   Panels............. Finished thickness to ½" (13mm) at 64" (1626) high, 6” (152mm) AFF 
   Pilasters.......... Finished thickness to ¾" (19mm) at 82" (2083) high 
  
 

 
CONSTRUCTION: 
 

Doors and Panels: 
Doors and panels are manufactured from Solid Surface materials.  Laminating to a core material is not an acceptable alternative. All edges are 
beveled and polished. Solid Surface is Class-A fire rated based on E-84 Tunnel testing. 
  

Pilasters: 
Pilasters are manufactured from solid surface materials.  Laminating to a core material is not an acceptable alternative. All edges are beveled and 
polished. Solid Surface is Class-A fire rated based on E-84 Tunnel testing.  Pilasters are to be secured to the floor with stainless steel floor 
mounting angles and sheet metal fasteners. All pilasters will have a 5" (127) high #4 finish stainless steel plinth with straight, flat sides to match 
pilaster profile.  Anodized aluminum headrail, .050" (1.27) wall thickness, with anti-grip profile, will brace the top of the pilasters. 
 
 
BRACKETS: 
Wall and pilaster brackets are 13 gauge stainless steel using full length 63” U-Channels for panel-to-pilaster connections and full length 1”x2¼” 
x 63” angles elsewhere. 
  

 
DOOR HARDWARE: 
Each compartment will be complete with all stainless steel surface mounted hardware including; 63” MultiCam® hinge, latch, coat hook, as well 
as all the necessary fittings and fastenings for a complete installation.  The door stop shall consist of a surface mounted stainless steel strike & 
keeper coupled with the full height rabbet edge on the strike side of the door and matching side of the pilaster for maximum privacy.  Fasteners 
are stainless steel through bolts with tamper-proof Torx Pin heads.  MultiCam® hinges are 16 gauge stainless steel.  Remaining door hardware, 
such as the surface latch, S&K are cast stainless steel.   
 
 

 
OPTIONAL FEATURES: 
Aluminum curtain track, glides and curtains.  Solid Surface dressing seats.  Other special heights or special elevations AFF.  Panels in ¾” (19mm) 
thickness.  Doors and pilasters in 1” (26mm) thickness. 
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